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NOTE:The manufacturer keep the right to upgrade the design for purpose
of design optimization but do not change installation dimension
and key materials.

No. Name Material

1 Bolt A193 B7

2 A194 2H

3 Body A216 WCB

4
Bonnet A216 WCB5

Gasket SS304+Graphite

6 Seat PTFE

7 Ball SS304

8 Stem A182 F6a

9
Thrust washer PTFE10

11 Packing PTFE

12 Gland A216 WCB

Technical Requirements

5.Fire‑safe conform to API 607;
4.Flange Ends Dimension conform to ASME B16.5;
3.Face to Face Dimension conform to ASME B16.10;

1.Design & Manufacture conform to API 608;
2.Temp. & Pressure conform to ASME B16.34;

Performance Specification

Pressure (Class)
Strength Test

Air Seal Test

Seal Test

Working Tempreture
Medium Application

  T
es

t 
Pr

es
su

re

150Lb

2.2 Mpa
3.0

0.6
-29～+120°C

W.O.G

BALL  VALVE GENERAL ASSEMBLY

1/2"  to 8"
150LB

JF‑DR‑

2025/ / 

Nut

Float,Full bore,Bolted bonnet,RF

13

14 Locating piece C.S.

15

Locating bolt A193 B7

Handle C.S

6.Inspection & Testing conform to API 598;

Before Fire Sealing After Fire Sealing

FIRE SAFE DESIGN

Anti‑static SS304
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